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In this work, an analysis of pressure response of a fiber Bragg grating (FBG) sensor in a side-hole package is
presented using the finite element method. Various parameters of the side-hole packaging such as hole radius,
the distance of separation between them, the radius and length of the package, and the choice of the package
material are considered and optimized in order to promote maximum pressure sensitivity of the FBG sensor. This
investigation on optimization of the side-hole package parameters gives rise to pressure sensitivity of nearly
105 times as compared with the bare FBG sensor, with the numerical values of 3 pm/MPa for a bare FBG sensor
to ∼280,000 pm∕MPa for an optimized side-hole package FBG sensor. Such high-pressure sensitivity of an FBG
sensor is being reported for the very first time in this work, to the best of our knowledge, and can be considered as
the initial step toward the realization of a highly sensitive hydrophone based on FBG for sensing underwater
acoustic signals. © 2018 Optical Society of America

https://doi.org/10.1364/AO.58.000115

1. INTRODUCTION

Optical fiber-based hydrophones, an acoustic signal detector,
have been widely studied for their extensive uses in various fields
such as military sonars [1], geophysical [2], and marine monitor-
ing [3]. To compare with conventional piezo-based sensors,
fiber-based hydrophones inherit the advantages of more flexibil-
ity, light weight, low cost, and complete immunity to electro-
magnetic interference. Further, optical fiber-based hydrophones
require no electrical components in the sensing area, which
provides a completely passive network of sensors. However, in
ordinary optical fiber sensors, the measured phase/amplitude/
wavelength shift of transmitting optical signal gives the informa-
tion about various measurands. On the other hand, an FBG sen-
sor uses the reflection of narrow wavelength bandwidth in its
process of measurement of various measurand [4], which is a
more direct and unwavering measurement than that of phase
shift. FBG sensors also possess several added advantages such as
reliability and stability in severe environments, smaller size, and
multiplexing capability over conventional sensors. Whenever
acoustic pressure is imposed on an FBG sensor, the resultant
strain is induced in the core of the fiber, which ultimately alters
the grating pitch and yields a shift in Bragg wavelength. Because
the optical fiber material possesses high Young’s modulus (nearly
72 GPa), the deformations due to the applied pressure on the
grating are feeble. Previous studies measure 3 pm of shifts in
the Bragg wavelength when a pressure of 1 MPa is applied
on a bare FBG sensor [5]. This prevents the FBG sensors from

large deformation under acoustic pressure [6]. This eventually
results in the low sensitivity of the FBG-based sensors in their
use in underwater applications.

To extend the application of FBG sensors for deep sea appli-
cations such as underwater acoustic sensing, it demands the en-
hancement of pressure sensitivity of FBG by several orders of
magnitude (such that FBG can detect acoustic signal in mPa
range). The resolution of the FBG interrogator (wavelength
demodulator) is the central unit, which defines the pressure sen-
sitivity of the FBG sensor. But the typical resolution of the com-
mercially available FBG sensor systems is ≅1 pm∕με, which is
possible to detect the pressure of, is in the range of MPa.
Hence, the appropriate development of interrogator sensitivity
and/or amplification of the FBG sensor’s pressure sensitivity have
to be achieved to suit underwater acoustic pressure sensing. In
consideration of improvement of the FBG sensor’s pressure sen-
sitivity, a number of efforts have been taken such as by coating
FBG sensors with polymeric material [6], using phase-shifted
FBGs [7,8], using a distributed feedback (DFB) fiber laser
[9,10], using photonic crystal fiber [11], etc. Apart from those
techniques, Xie et al. [12] have proposed side-hole fibers as a fea-
sible hydrostatic or acoustic pressure sensor. In the side-hole
fibers, due to the introduction of holes in the fiber, which breaks
the mechanical symmetry of the fiber, the symmetrical stress/
pressure induced by hydrostatic pressure on the surface of the
fiber is transferred as an amplified asymmetrical stress distribution
in the fiber core [13]. Further, the applied pressure is measured
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from the birefringence in the core, which is governed by the
photo-elastic property of the fiber, induced by the applied asym-
metrical stress distribution [14–16]. Considering this concept,
researchers developed the novel side-hole package [17–19] for
FBG-based hydrostatic pressure sensors. However, in the previous
studies, a systematic study on a side-hole package for maximum
pressure amplification in FBG sensor has not been reported.

The present work deals with a systematic approach on a
side-hole packaged FBG sensor to achieve maximum pressure
amplification in the fiber core. Different parameters, involving
the determination of the pressure sensitivity enhancement of an
FBG sensor such as package dimensions and its materials, have
been optimized theoretically using COMSOL Multiphysics
software. In this cautious, systematic study, by the precise
investigation of all the parameters of the side-hole package,
the highest ever reported sensitivity pressure enhancement of
the order of 105 times, to compare with the typical bare
FBG sensor, has been achieved. Apart from enormous pressure
amplification on FBG sensors, this package also offers an addi-
tional advantage by providing more mechanical stability to the
fiber. Because the package emanates with additional features
such as mechanical stability, the possibility of incorporating dif-
ferent types of sensors, such as etched FBGs, etched FBGs
coated with nanomaterials, etc., which has improved pressure
sensitivity over that of the typical bare FBG sensor, can be
considered in the future.

2. SIMULATION METHOD AND THEORY

Figure 1 depicts the side-hole package of silica fiber for
pressure/stress amplification, where R is the outer radius of the
side-hole package, L is the length of the package, Rh is the ra-
dius of the hole, and d is the distance of separation between the
two side holes. A single-mode fiber with a core and a cladding
diameter of 8 and 125 μm, respectively, has been chosen for the
present studies (mechanical and optical properties of the fiber
are listed in Table 1). The fiber core diameter has been pre-
ferred to confine to the propagation of only fundamental mode
(LP01) through it.

In the preliminary simulations, the parameters of the side-
hole package such as R, Rh, and L have been chosen as 10, 3,
and 20 mm, respectively, with polyimide as the packaging
material (material properties are listed in Table 2). Bragg

gratings are simulated, in the middle of the fiber core, with
a length of 1 mm and a grating period [pitch (Λ)] of 532 nm.
Figure 2 shows the modulated refractive index due to grating
along the fiber core, where the index profile takes the form as
given by [20]

n�z� � n0 � δn�cos�2πz∕Λ� � 1�: (1)

Here, n0, δn, and z represent the unperturbed refractive index
of the core, the amplitude of the photoinduced index change,
and longitudinal direction along the fiber, respectively, and Λ is
the pitch of the grating. The refractive index is modulated to be
between 1.456 and 1.4574 in this current study. This index
modulation is responsible for the coupling of the forward-
propagating LP01 mode to backward propagating LP01 mode,

Fig. 1. Schematic structure of the side-hole package of single-mode
silica fiber. Holes are symmetrical, and fiber is at the center of the
package. Pressure is applied on the surface side-hole package both
radially and axially. Arrows show the direction of pressure.

Table 1. Mechanical and Optical Properties

of Silica Fiber

Properties of Silica Fiber Values

Young’s modulus (ESiO2) 73.1 GPa
Poisson’s ratio (υSiO2) 0.17
Density (ρSiO2) 2203 Kg∕m3

Refractive index of the core (n0) 1.456
Refractive index of cladding (n1) 1.445

Table 2. Mechanical Properties of Packaging Materials

Properties Polyimide RTV3145

Young’s modulus 2.5 GPa 1.1 MPa
Poisson ratio 0.47 0.42
Density 1420 Kg∕m3 1120 Kg∕m3

Fig. 2. (a) Simulated image of FBG in the core of the fiber with a
pitch of 532 nm. (b) Line graph of modulated refractive index versus
length of the grating.
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thereby causing a reflection. It is well known that the Bragg
(reflected) wavelength (λB) depends on two main parameters
(neff and Λ), in the following manner:

λB � 2neffΛ, (2)

where neff is the effective refractive index of the LP01 mode
propagating in the fiber.

Under external perturbation, such as strain and/or temper-
ature, both the above-mentioned parameters experience a varia-
tion. Hence, there is an alteration in the Bragg wavelength.
This difference corresponds to the amount of external pertur-
bation. External strain field changes the response of FBG
directly through the change in the grating pitch dimension
and through the strain-optic effect [21] given as

ΔλB � λB�1 − ρe�ε, (3)

where ρe is the photo-elastic coefficient, and ε is the longi-
tudinal strain on the gratings.

In this simulation work, application of external pressure and
the subsequent alteration in the Bragg wavelength has been car-
ried out in two major parts. In the first part, the stress and strain
distribution along the fiber cross-section and its geometrical de-
formation are simulated using the structural mechanics module of
COMSOL Multiphysics software. The impact of pressure along
the cross-section of the fiber has been analyzed using the surface
plot of the Von Mises stress distribution. The Von Mises stress
parameter (σVM ) is calculated from the normal stresses (σXX ,
σY Y , σZZ ) and shear stresses (τXY , τY Z , τZX ) along the x, y,
and z axes of the system, as given in the equation below:

σVM �

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi

1
2 ��σXX − σY Y �

2 � �σY Y − σZZ �
2 � �σZZ − σXX �

2�

�3�τ2XY � τ2Y Z � τ2ZX �

s

:

(4)

The output obtained from this module is fed to the following
equations to acquire the refractive-index profile in the fiber struc-
ture using the photo-elastic relations [22]:

nx � n0 − B1Sx − B2�Sy � Sz�, (5a)

ny � n0 − B1Sy − B2�Sx � Sz�, (5b)

nz � n0 − B1Sz − B2�Sx � Sy�: (5c)

Here, B1 and B2 are the stress-optic coefficients of silica, given by
6.5e − 13 m2∕N and 4.2e − 12 m2∕N respectively, and Sx , Sy,
Sz are the principal stress components along the x, y, and z di-
rections. In the second part, the refractive-index profile, expressed
by the Eqs. (5a)–(5c), is given as the input to simulate the effec-
tive refractive index (n†eff ) of the LP01 mode under pressure using
the electromagnetic module of COMSOL. The final equation
governing pressure-induced wavelength change is given by [23]

ΔλB � λB

�

Δneff
neff

� εz,core

�

, (6)

where Δneff � n†eff − neff is the pressure-induced effective index
change, and εz,core is the principal strain along the z direction in
the fiber core. All the simulations are carried out on a 3D model.
A pressure of 100 hPa is applied to the structure with proper
secure constraints. The pressure is applied simultaneously both

radially and axially, keeping the inner portion of the side-holes
free from pressure, as shown in Fig. 1. After preliminary simu-
lations, by fixing the initial parameters as mentioned in the pre-
vious section, these present simulation segments are carried out
by varying the parameters of the side-hole package, to optimize
the dimensions and material of the package for maximum pres-
sure amplification in the fiber. The pressure amplification factor is
defined as the pressure applied on the outer surface of the side-
hole package to the pressure generated at the core of the fiber. The
following are the parameters of side-hole package, which experi-
enced variations to exhibit maximum pressure amplification:

(a) Distance between the two holes (d )
(b) Radius of the holes (Rh)
(c) Length of the package (L)
(d) Outer radius of the package (R)
(e) Package material

3. RESULTS AND DISCUSSION

Stress analysis of fiber in the side-hole package is simulated with
initial conditions, as mentioned above (R, 10 mm; Rh, 3 mm;
and L, 20 mm).

A. Distance between the Holes

Side-holes of 3 mm radius are symmetrically placed with fiber
at the center of the package. It can be seen from Fig. 3 that
positioning the holes in the package plays a crucial role in
the stress amplification in the fiber core. As the holes are kept
away from the fiber, at 7 mm from each other, closer to the
outer region of the package, the package yields an amplification
of about 1.6 times. Further, when the holes are moved symmet-
rically toward the center, near fiber, the amplification increases

Fig. 3. Surface plot of Von Mises stress (N∕m2) distribution of the
package and in the fiber when the distance of separation between the
holes is (a) 500 μm and (b) 7000 μm.

Research Article Vol. 58, No. 1 / 1 January 2019 / Applied Optics 117



exponentially, and, at 500 μm distance from each other
(simulation limit), an amplification of stress around 20 (i.e.,
2000 hPa) times are noticed. This enhancement in strain am-
plification is attributed to the minimum pressure on the side-
holes and maximum along the cross-section of the fiber, as the
holes are closer to the fiber [Fig. 3(a)]. Also, the deformation of
the spherical geometry of the side-holes arises more as the holes
are moved closer to the fiber. Stress along the fiber with respect
to the distance of separation between the holes is shown in
Fig. 4. The plot is fitted with an exponential decay curve, which
indicates that, when the distance of separation between the
holes is increased, pressure/stress amplification diminishes ex-
ponentially. From this, it is inferred that, for the maximum
stress amplification, the side-holes should be placed as close
as possible toward the fiber.

B. Radius of the Side-Holes

From the above results, now the distance of separation between
the holes is kept constant at 1000 μm (an experimental limi-
tation), and the hole radius is varied from 1 to 4.5 mm; here,
4.5 mm is the maximum possible size of a package of outer
radius of 10 mm. Figure 5 shows the Von Mises stress distri-
bution in the side-hole packaged fiber with different hole radii.
The hole is completely collapsed when the radius is 1 mm; still,
it could show three times stress amplification. With the increase
in hole radius, there is a linear increase in the amplification
factor, and, as the hole radius approaches 4.5 mm, the maxi-
mum stress amplification of 22 times is observed. Also, it can be
seen that, in all cases, the spherical geometry deforms under
external pressure. Figure 6(a) shows the increasing trend of
pressure amplification with respect to increasing in hole radius.

This implies that the side-hole package will provide pressure
amplification in the fiber irrespective of the size of the hole. For
a 1 mm hole radius, the stress amplification of three times is
noticed at separation of 1000 μm. Figure 6(b) depicts the stress
distribution inside the fiber. As can be seen, the maximum
stress is felt along the fiber core when external pressure is
applied on the package.

C. Outer Radius of the Package

The maximum stress amplification is noticed when the side-
hole size is kept maximum, and a least distance of separation

between them (1000 μm) is maintained for a given outer radius
of the package. In this section, the effect of the outer radius of
the side-hole package, which can allow the increase of side-hole

Fig. 4. Plot of pressure amplification factor along the fiber with
varying distance of separation between the side-holes for an applied
pressure of 100 hPa. Red line corresponds to exponential decay fit.

Fig. 5. Surface plot of Von Mises stress (N∕m2) distribution of the
package and in the fiber with varying hole diameter of (a) 4.5 mm and
(b) 3 mm.

Fig. 6. (a) Plot of pressure amplification factor along the fiber with
varying hole radius. Red line indicates the linear fit. (b) Stress distri-
bution inside the fiber. Red color indicates areas of maximum stress,
whereas blue indicates minimum.
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size, has been analyzed. The outer radius of the package is var-
ied from 2.5 to 25 mm, where, in all cases, it is taken care that
the side-hole size is kept maximum, and the least distance be-
tween them is maintained for the maximum amplification.
Unlike from the previous trends, as the outer radius is in-
creased, initially the amplification factor also gradually increases
and reaches a maximum value at particular radius; but, further
increase in the outer radius results in a decrease in the ampli-
fication factor. The maximum amplification of stress, 32 times,
is noticed when the package radius is 17.5 mm (with Rh of
8.25 mm). Figure 7 shows the plot of stress amplification factor
in the fiber core with varying package radius.

D. Length of the Package

Length of the package is varied from 10 to 30 mm for an outer
radius of 17.5 mm, and all other parameters are kept constant
(Rh, 8.25 mm; d , 1000 μm). As the Length of the package
increases, the amplification is also increased (Fig. 8).
Initially, when the length of the package is at 10 mm, it gives
16 times amplification. Further, as the package lengths are
increased to 15 and 20 mm, the amplification is found to
be around 34, 50 times, respectively. However, this increase
is found to be linear and rapid until the package length reaches
about 20 mm in length, beyond which the amplification factor
rises less rapidly. Irrespective of this, it is observed that the high-
est amplification is 62 times, when the length is chosen as
30 mm. Due to the limitations in the simulation, lengths
beyond 30 mm cannot be simulated.

E. Packaging Material

After finding all the above-mentioned optimized parameters
(d , Rh, L, and R) for the highest strain amplification, now
it is the packaging material that is considered for the further
improvement in strain amplification. Two different packaging
materials such as polyimide and RTV3145 have been consid-
ered to discover the effect of material properties on stress am-
plification. The mechanical properties of the chosen materials
are listed in Table 2.

At first, pressure of 104 Pa is applied to the side-hole pack-
age comprised of polyimide as the packaging material. The
resultant pressure amplification is measured as 62 × 104 Pa.
When the same amount of pressure is applied on the side-hole
package comprised of RTV3145, where all other parameters
(d , Rh, L, and R) remain unchanged, yielded to the pressure
amplification of 110 × 104 Pa. Because the properties such
as the Poisson’s ratio and density of those materials are similar,
this increase in the pressure amplification is solely accredited to
their Young’s modulus. This is due to the fact that material with
a lower Young’s modulus is more susceptible to structural
deformation, thereby transferring the pressure impact more
effectively to the fiber. This result concludes that material with
lower Young’s modulus promotes higher amplification.

Stress along the cross section of the fiber in an optimized
side-hole package is shown in Fig. 9. This plot shows that
the stress distribution in the fiber becomes asymmetrical due
to external pressure. Side-hole package converts the uniform,
symmetrical pressure distribution into an amplified asymmet-
rical stress distribution along with a stress amplification of
around 110 times. Table 3 give the values of optimized param-
eters of the side-hole package.

These optimized values are given as the input to the electro-
magnetic module for executing modal analysis. The frequency
domain interface of the electromagnetic module is used for
modal analysis at a given frequency, υo. The electromagnetic
wave traversing in the fiber core is given by

E � E x�x, y�, E y�x, y�, E z�x, y�e
i�ωt−βz�, (7)

where E x , E y, and E z are the amplitude of the electric field,
along the three axes; ω is the angular frequency; and β is the
propagation constant. The effective mode index, neff � β∕ko,
is obtained from the Eigenvalues. For the propagation of light,

Fig. 7. Plot of pressure amplification factor in the fiber core with
varying package radius.

Fig. 8. Plot of pressure amplification factor along the fiber with
varying package length.

Fig. 9. 1D line graph of Von Mises stress versus distance along a
fiber cross section (μm) for a side-hole package of 17.5 mm radius
and 3 mm length with side-hole radius of 8.25 mm and package
material RTV3145.
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at wavelength 1550 nm along the fiber core whose refractive
index (n0) is 1.456, the effective refractive index (neff ) of fun-
damental mode (LP01) is found to be 1.4548. And the values of
nx , ny, and nz , acquired from Eq. (5), are fed into the refractive
index tensor in the electromagnetic module. The effective
mode index change of the fundamental mode induced by stress,
which arises due to the photo-elastic effect of the fiber material,
is shown in Fig. 10(a). As a result of stress amplification, due to
the side-hole packaging with optimized parameters, it is per-
ceived from the plot that the effective variation in neff is
observed even at 0.1 kPa. It is also observed that the variation
in neff is found to be linear under external pressure.

Taking into consideration the principal strain along the fiber
core and neff change due to applied pressure, the shift in Bragg
wavelength is calculated for the FBG sensor using Eq. (6).
Figure 10(b) shows the change in Bragg wavelength with re-
spect to the applied external pressure using COMSOL. From
the slope of the obtained graph, the response of the side-hole
packaged fiber for the pressure sensor is calculated as
280 pm/kPa. This study validates that the sensitivity of fiber
could be enhanced from 3 pm/MPa, for a bare FBG sensor,
to ∼280,000 pm∕MPa, for side-hole packaged FBG sensor,

which is nearly 105 times enhancement. These results will
be further validated through experiments in a future study.

4. CONCLUSIONS

A comprehensive study of the pressure response of an FBG sen-
sor in a side-hole package has been carried out by the finite
element method using COMSOL Multiphysics software.
A grating has been introduced at the core of the single-mode
fiber with a Bragg wavelength at 1548 nm. Various parameters
of the side-hole package, which are affecting the pressure am-
plification in the fiber, have been optimized using Von Mises
stress distribution plots. Simulations demonstrate that an opti-
mized radius and length of the package along with maximum
hole radius with a minimum distance of separation between
them support maximum pressure amplification in the sensor.
Along with this, the choice of the packaging material, with the
lowest Young’s modulus, promotes the highest-pressure sensi-
tivity. Thus, an optimized side-hole packaged FBG sensor
shows a pressure response of nearly 105 times as compared with
the bare FBG sensor. Such an enhanced pressure response of
the FBG sensor is being reporting for the first time, which will
open the possibilities of detecting acoustic pressure in the range
of a few Pascal with FBG sensors.
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